HOVERSAFE
FOR TETHERED DRONE

INTELLIGENCE
ON BOARD

HoverSafe delivers next-generation autonomy and PNT for Tethered drone
systems, ensuring precise hover and landing performance even in
GPS-denied or no-pilot environments.

Built on proven technology, HoverSafe enables your tethered drone to fly
safely, operate independently, and perform —anywhere, anytime
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® VISION-BASED GUIDANCE

® DAY/NIGHT OPERATION

® MULTI TRACKERS BACKUP

® SAFE HOVERING IN DENIED GPS
® NO RF/COVERT OPERATIONS
® NO OPERATOR

® LANDING / "FOLLOW ME” ON THE MOVE (VEHICLES)
® SHIP DECK OPERATION

use CASES

SAFE HOVERING NO PILOT ON THE MOVE «FOLLOW ME»,
IN GPS DENIED / NO COMMUNICATION LANDING

Sensors Vis/Thermal

Dimensions 100 X 80 X 86.2 (L*W*H) mm

Weight <200g (~0.41b)

Field of View Max110°(H) X 70°(V) X 120°(D)

Computer Module SW Can Be Hosted On Existing C.M. (Qualcomm, Nvidia, Rpi & More)

Comms Protocol Mavlink, and Proprietary API

Compatible with ROUPILOT X ‘:&esrmm SBINAV
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